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DRYING HARDWOODS WITH IMPINGING JETS

°

Howard N. Rosen, Research Chemical Engineer,
Carbondale, Illinois

Attempts to develop a more efficient way to dry HIGH TEMPERATURES AND
lumber than conventional kiln-drying have led to IMPINGING JETS
recentdevelopments in wood drying technology
throughout the world. Spurred on bythe rising cost of High temperature drying refers to drying wood
energy, and reduced availability of some of the more above 212°F in the presence of moist air generally at
popular species, the wood industry has tried to con- atmospheric pressure, although vacuum or high
serve energy and reduce degrade during the drying of pressures can be used. The limits of temperature in
wood. commercial high temperature lumber kilns have

Recently, several nonconventional lumber dryers been around 250°F for hardwoods and 280°F for
and drying processes have been operated commer- softwoods. High temperature drying of softwoods has

. cially. For example, a continuous kiln that dries met with more success than hardwoods, because
radiata pine studs at temperatures to 300°F was many softwoods (which are more permeable and uni-
deVeloped by the Australian Commonwealth Scien- formly structured than hardwoods) are easier to dry
tific and Industrial Research Organization (Anony- and the surface quality of softwood lumber is not
mous 1975). The dehumidification-refrigeration always as important as that for hardwood lumber.
drying method, developed in Europe and modified High temperature drying cuts drying time considera-
with auxiliary heating and steam spray, has been bly when compared to conventional kiln-drying, but
gaining acceptance for drying refractory hardwoods greater susceptibility of the wood to surface darken-
in the United States (Wolfe 19771. Finally, the con- ing, warpage, checking, collapse, and casehardening
tinually rising temperature or CRT process, involv- has discouraged the wood industry from using this
_ng the maintenance of a nearly constant rate of method (Wengert 1972).
drying by continuously increasing the temperature Air circulation in commercial lumber dryers is
in aki!n until completion of drying, has been adopted generally directed parallel to the drying surface of
by many kiln operators throughout North America the wood. When drying with parallel flow of air, a
(Dedrick 1973). thin boundary layer builds up on the surface of the

The large capital investment by industry in sev- wood, thus reducing mass and heat transfer from air
eral countries throughout the world to implement to wood. By directing small jets of air perpendicular
new drying techniques has encouraged researchers to the wood surface, the boundary layer is broken up

' at Carbondale, Illinois, to examine other ways to dry by the turbulence caused by the impingingjet (fig. 1).
wood more effectively. We felt that jet impingement This jet impingement action produces a three- to five-
of air on the surface of the wood to increase dryer fold greater heat transfer than parallel circulation
efficiencies and reduce drying time was worth inves- dryers, resulting in shorter drying times and more
tigating. This drying metho.d has several advantages efficient use of input energy (Arganbright and Resch
over more exotic processes for drying. Since veneers 1971).
have been dried commercially by jet-drying for over a The jet-drying of lumber poses special problems in
decade; much of the technology for this type of drying dryer design not encountered in veneer drying. Lum-
is already available. Also, a jet dryer can be built to ber is much thicker, takes considerably longer to dry,
accommodate several alternative energy sources develops greater internal stresses, and is stiffer than
(fuel oil, gas, or steam) unlike, for instance, dielectric veneer, which can be bent around rollers and dried in

heating, which requires electricity exclusively, minutes as it moves through a dryer. Possibly be-//
/
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Figure 1.--Direction of flow relati',e to the board
surface ['or impingement and parallel air flow.

Wood ready for drying is placed in a restraining
rack, which tightly holds the wood on the sides and

cause of these difficulties, the jet-drying of lumber ends to reduce warp. The wood is loaded through the
greater than V2-inch stock has not been reported in top of the jet section onto a carriage which recipro-
the literature. Two previous studies examined the cates the boards between the opposing banks of jet

. jet-drying of thick southern pine veneers in commer- holes in 6-inch strokes at 1.33 fpm, so that air is
cial dryers. Koch (1964) was able to dry 7/1e-inch- directed equally on opposite lumber surfaces. Move-
thick veneer at 300°F and 3,500 fpm air velocity in ment of the wood relative to the jet holes is necessary
one hour. Similarly, Kimball (1968) dried %-inch for directing the hot air jets to different portions of
veneer at 300°F and 4,000 fpm air velocity in 53 the wood.
minutes.

INFLUENCE OF OPERATING
PROTOTYPE DRYER VARIABLES ON DRYING

TIMES AND WOOD QUALITY
A brief description follows of the prototype jet

impingement dryer, capable of handling lumber to a The first step towards development of drying
maximum size of 4 inches thick by 12 inches wide by schedules for the jet dryer was to establish relations
30 inches long at temperatures from 80 to 400°F and between drying times and several of the operating
air velocities through the jet i_om 1,000 to 9,000 fpm. variables of the jet dryer. Drying temperature, air
Details are discussed by Rosen (1977). velocity (through the jets), and relative humidity (or

The _dryer is a closed loop recirculating system wet bulb temperature) were thought to have the
comprisingan industrialcentrifugalblowercapable greatestinfluenceondryingrates.Two popularand
ofproviding1,800cfm ofairat15inchesstaticpres- permeablespecies,silvermaple(Acersaccharinum)
sure,a 10 kw opencoilductheater,and ajetsection and yellow-poplar(Liriodendrontulipifera)were
whereplenumsdirectthehot,moistairthroughtwo driedgreenfromthesaw overa rangeofconditionsto
boxescontainingopposingbansof3/1s-inchjetholes establishtheserelations.
(fig.2).The ductsaremade of20-gaugegalvanized Eachrunconsistedoftwoboards,30incheslong,6
steel,14 inchesindiameter.Temperatureisauto- incheswide,and 11/16inchesthick(4/4-inchthick-
maticallycontrolledto _+2°F,and humidityisauto- ness).Silvermaple boards21/sinchesthick(s/4-inch
maticallycontrolledtoa wetbulbof± 2°Fbyeither thickness)were alsorun.The boardswere notend-
ventingairifthewetbulbishighoraddingsteamif coated.Silvermapleboardsweredriedovera range
thewetbulbislow.Airflowratesaremeasuredfrom oftemperaturesfrom225to400°Fand airvelocities
an inlineorificeplateand adjustmentstoairfloware from1,000to9,000fpm atafixedwetbulbtempera-
made witha damper on theoutletoftheblower, tureof180°F.Yellow-poplarboardswererun overa

o
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range "ofdry bulb temperatures from 225 to 350°F 20 T

and wet bulb temperatures from 130 to 210°F at a _ _, [fixed air velocity of 3,000 fpm. Weights were taken at
intervals over the drying period to establish drying _ Iv 16-- YELLOW-POPLAR

curves.Drying was terminatedwhen the boards _reached about 6 percent moisture content, as esti-
mated by assumingtheboardswere thesame mois- 00_ 12
ture content as thin sections removed from the ends Z

8

oftheboard.Boardswereconditionedfor11//2hours (_

for 4/4-inch thickness and 3 hours for s/4-inch _ O
thickness at 200°F dry bulb and 190°F wet bulb E n,

temperaturetorelievestressesand reducemoisture D •
gradientsinthewood.Sixboardsweredriedforeach 0 _0) 4--

condition for 4/4-inch lumber and four boards for the _ O SILVERs/4-inch lumber. _ MAPLE
The time required for the wood to be jet-dried to 8 _ _'

percent moisture content (hereafter referred to as the O I I I I I200 240 280 320 :360 400
dryingtime)was chosenasa basisforcomparisonof
different drying conditions. The drying time was de- DRYING TEMPERATURE (F)

termined for each board from plots of moisture con- Figure 3.--Influence of temperature on drying time of
tent versus time in the dryer and an average 4/4-inch silver maple and yellow-poplar at 3,000calculated for the four to six boards dried at each

fpm air velocity and 180°F wet bulb. Each point is
condition. Comparisons were somewhat complicated the average of six boards.
by variations in initial moisture content of 83 to 97
percent in silver maple and 89 to 119 percent in
yellow-poplar, as well as variations in the amount of
heartwo_xt and sapwood in the boards, especially in
yellow-poplar.

The following were found to be true of the influ-
ence of temperature and air velocity on drying time.
The trends were the same for wood thickness and

operating conditions not shown in the figures. 10--
1. Drying time decreased as temperature in-

creased, but the relative decreases above 300°F Z _"
were small (fig. 3). O Iv 8--

2. Drying times were not significantly decreased _ Z *xx
by increasing air velocity above 3,000 fpm (fig. CL 250 I=tU

4). _ _ 6-- •

times for yellow-poplar were not affected _ _ -*Drying

'by change in wet bulb temperature for dry bulb tem- < O

peratures from 250 to 350°F. Similar results were _ _ 4-- m•found by Schneider (1972) when pine and beechwood
'were dried at high temperatures. Although variation O

300 F

inwet bull_temperaturesdidnotinfluencedrying w -0) 2-- _ • •
rates,highwet bulbtemperatureswerebestinthe _ 0 __._. . ;
dryertomaintainthequalityofthedriedlumber. _ _ 400 F
When _ood isbeingdriedby.hightemperaturejet, 0 I I I I I
thepossibilityofdegradeasa resultofoverdryingis 0 2 4 6 8 qo

much greaterthan when dryingat conditionsina AIR VELOCITY (I=PM X 10 3)
conventionalkiln.Hardwoodsaregenerallydriedno
lowerthan5 percentmoisturecontentintheUnited Figure4.--Influenceofairvelocityondryingtimeof
States,beforeconditioningtoa slightlyhighermois- 4�4-inchsilvermapleatvariousdrybulbtempera-
turecontent:Thus,toinsurenoboardwouldgobelow , tures(180°Fwetbulb).Each pointistheaverageof
5 percent moisture content, the highest temperature six boards.
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allowable at the end of drying would be 240°F, as- 20|
suming the dryer could maintain an atmosphere en-

tirely of water vapor (fig. 5). 16

The problem of localized uneven drying within a

d_m

board is seen with yellow-poplar. Since yellow-poplar _ _j
sapwood dries considerably faster than the _ 12
heartwood (fig. 6), overdrying of the sapwood and _ _ wETSULSTEMPERATURE{F)

F.
underdrying of the heartwood can result in degrade z
of the wood. Careful control of relative humidity can E _ 8[ \ 212 {SATURATION)

reduce this degrade, as explained later. _ _ [ _2ook_

Because of the limited number of boards dried in _ ¢_ 4 _-_ 11
the jet dryer for each condition, quantitative compar-
isons of defects such as honeycomb, checking, etc.
wereimpracticalsoonlyqualitativeresultsaredis- o , , J
cussed. Surface darkening, honeycomb, and end 212220 240 260 280 300
checking were the most prevalent defects in the jet- DRY BULB TEMPERATURE (F)

dried boards. Figure 5.--High temperature equilibrium moisture
Thesurface 0f jet-dried wood was darker than the content of air-water vapor mixtures at atmospheric

interior and ranged from light tan, when dried at pressure (Kauman 1956). The saturation curve at
225°F, to toast brown, when dried at 400°F. The dark 212°F wet bulb is the maximum equilibrium mois-
surface layer on Wood dried below 350°F was less ture content obtainable at agiven dry bulb tempera-
than 0.01 inch thick and planed off when the board ture.
was surfaced. Knots and wane dried faster than clear
wood and charred at temperatures above 300°F. Se-
vere honeycomb and end checking as observed in s/4-
inch silver maple boards at all operating conditions;
thus, green s/4 silver maple could not be practically
jet-dried at high temperatures. Honeycomb was also
present in 4/4-inch silver maple, but the defect was

mainly confined to the mineral-streaked areas of the
wood and severity decreased considerably at drying
temperatures of 300°F and below. Surface checking 12o
on the borders of the mineral-streaked areas, not
observableimmediatelyafterdrying,occasionally _"
developed after the wood was stored for several
weeks. End checking and honeycomb were found in _

• most yellow-poplarboards,but thesedefectsWere _ eo• l..
confinedtotheheartwoodand werenotassevereas
inthes/4-inchsilvermaple boards. _ 6o

0 PERCENT HEARTWOOD
•Based onthe influence of dry and wet bulb temper- o

atureand airvelocityon dryingtime and woodqual- _" 40

ity, scl_edules were developed for silver maple,
yellow-poplar, and black walnut. Boards of silver 0 20

maple and yellow-poplar, cut to the same dimensions • o_,._as thejet-driedboards, were dried in 1,500 board-foot
capacity,steam-heatedconventionalkilnsfordirect 00 _ _ 3' 4' s' 6' 7
comparison with the jet-dried wood. Boards were TIME (HR)
Stacked 3 feet high with 3/4-inch stickers before
applying standard schedules as recommended by Figure 6.--Typical drying curves of 4/4-inch yellow-
Rasmussen (1961). All jet- and kilmdried boards poplar at 300°F (200°F wet bulb and 3,000 fpm air
were measured for crook, cup, bow, twist, and volu- velocity), showing the influence of heartwood con-
metric shrinkage and examined for honeycomb, tent of the wood on drying rate.
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checking, and collapse. Shell and core moisture con- Table 1.--Conventional kiln and jet dryer schedules
tent, as well as casehardening, was determined for for drying 4�4-inch silver maple and yel-
half of the jet-dried boards and three boards from low-poplar
each kiln load. CONVENTIONALKILN1

Species Dryer Drybulb Wet bulb Moisture
time temperature temperaturecontent

SILVER MAPLE SCHEDULE Hours ................ °F Percent
" Silver 79

The schedule chosen to jet dry 4/4-inch silver ma- maple 0-45 130 123 50
pie was the severest practical schedule in the jet 45-52 130 120 43
dryer: 300°F dry bulb temperature and 3,000 fpm air 52-72 130 115 30
velocity. Wood dries 36 times faster under these con- 72-84 140 100 23
ditionsthanitdoesina conventionalkiln(tables1 84-94 150 100 17
and 2).Withtheexceptionoftwist,whichwas better 94-104 160 110 12
forjet-driedwood,warpagewas comparable(notsta- 104-126 180 130 5
tisticallydifferenl_atthe95 percentlevel)for,both 126-141 160 145 7
jet-andkiln-driedwood.Volumetricshrinkagewas Yellow- 102
reduced; thus, high temperature drying provided poplar 0-94 150 143 38
some d_mensional stability to the wood. Caseharden- 94-114 150 140 26
ing Wasslight in both jet- and kiln-dried wood. Shell- 114-119 160 120 22
to-core moisture content, not evaluated in kiln-dried 119-125 160 110 18
wood because of eqipment malfunction, showed only 125-137 170 120 12
a 2 percent difference in jet-dried wood. 137-161 180 130 6

161-185 160 145 8

JETDRYER2

YELLOW-POPIAR SCHEDULE Silver 83
maple 0-2.4 300 180 6

2.4-3.9 200 190 8
Sincethe heartwoodof yellow-poplardriesslower Yellow- 92

and is more subject to drying defects than the sap- poplar 0-1 350 180 35
wood, severity of the drying conditions is controlled 1-19 220 195 8
by the heartwood. We tried a two-step high tempera- 19-24 200 190 9
ture schedule to produce acceptable and rapidly dried
yellow-poplar. The first step was at a temperature of
350°F for one hour to drive off most of the free mois- 1Rasmussen(1961).
ture from the wood (table 3). Rapid removal of the 2Airvelocity,3,000 fpm.
Water kept interior board temperatures well below
350°F -.Conditions were then changed to 220°F dry
bulband 195°F wet bulb for 18 hours of drying.
Because equilibrium moisture content (EMC) of the
wood was 5.5 percent at the latter conditions, the
wood could not go below this moisture content. As

I drying pogressed, the sapwood dried to around 5.5
I. percent moistue content and remained at this m0is- The two-step high temperature schedule with the
_ ture content as the slower drying heartwood ap- jet dryer was eight times faster than conventional

proached 6 percent moisture content. As sapwood kilns for drying wood (table 1). As with silver maple,
percentage decreased, the amount of moisture loss warpage was comparable, shrinkage was less, and
after the 350°F drying step decreased. At the end of shell and core moisture differences were small (table
the drying period, the sapwood board was at the 2). End checking was present in both kiln- and jet-
EMC, whereas the boards with heartwood were dried lumber but could have been reduced by "end-
slightly higher. The difference in moistue content coating the boards. The initial high temperatures in
among the three boards was further reduced after the jet dryer caused darkening of and slight honey-
conditioning, comb around knots.

°

" 5



l-

i

I

Table 2.--Comparison of properties of kiln- and jet- The surface of the wood was kept moist by maintain-
dried 4�4-inch silver maple and yellow- ing the wet bulb temperature just a few degrees
poplar _ below the dry bulb temperature until the wood mois-

Silver maple Yellow-poplar ture content dropped below 30 percent. Moisture gra-
dients and internal stresses were thus kept at a level

Property Conventional Jet Conventional Jet that did not degrade the wood.
kiln dryer kiln dryer Twelve boards of 4/4-inch black walnut heartwood,

MoistureContent Percent 30 inches long by 6 inches w_de and end-coated with
•Green 79 85 102 92 asphalt mastic, were jet-dried according to the sched-
Dry 7 8 8 9 ule in figure 7. Boards were dried from approxi-
Shell -- 7 7 7 mately 60 to 6 percent moisture content in 60 hours
Core -- 9 7 8 and then conditioned for 12 hours to 7 percent mois-

ture content. Volmetric shrinkage was 11 percent

Dqrwarpage Inches and shell-to-core moisture contents differed by only
Twist 0.22 0.06 0.09 0.14 one percent. The quality ofthe wood was good; check-
Bow _ 0.10 0.17 0.05 0.06 ing and honeycomb was slight and limited to 2 inches
Crook 0.08 0.14 0.03 0.06 from the ends of the boards. Casehardening was
Cup 0.10 0.07 0.07 '0.07 slight and might have been eliminated by a longer

period of conditioning.
Volumetricshrinkage Percent

10.9 7.6 12.1 9.6

Boards Number
70 6 85 20 260--

; 1As_per schedulesdescribedin table1. /START

_ 220-- J L_ONDITIONING
_ DRY BULB----_ .

Table 3.--Influence of heartwood�sapwood of 4/4-inch = k-" '
• _ _ WET BULB•yellow-poplar on drying rate of boards jet- _ leo-

dried in two high temperature steps o.
,u

• Sapwood _" 140 _ .... ,
Time Dry bulb Wet bulb (percent) --
(hours) temperaturetemperatureEMC 100 80 50 zoo-

Moisturecontent

...... °F.............. Percent........ _-Z '
, LM

I--

0 -- -- -- 91.7 84.4 86.8 _ _"
Uu4

0-1- 350 180 0 29.8 30.1 38.4 .==u
' 1-19 220 195 5.5 5.6 8.2 9.8 _

19-24 200 190 10.8 7.3 9.5 9.8 " "..... 'O L ....... r"-'l
3E EMC "--I

, L

0 20 40 60 80

TIME (HRS)

BLACK WALNUT SCHEDULE Figure 7.---Drying schedule and moisture contents
.. ' for jet-dried 4/4-inch black walnut. The top graph

Limited work was done on jet-drying the refrac- shows dry bulb (solid line) and wet bulb (dotted
tory Wood,black walnut (Juglons nigra). Attempts at line) temperatures versus time. The bottom graph
high temperature jet-drying 4/4-inch black wolnut shows the moisture content (solid line-- each point
were unsuccessful because of severe honeycomb and /s an average of two boards) and the EMC (dotted
collapse in the dried boards. We tried a combined low line), associated with the dry and wet bulb tempera-
and high temperature schedule plotted in figure 7. tures of the top graph.

\
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SUMMARY Although the challenges to construct and operate a
commercial high temperature, continuous, jet-ira-

Four-quarter-inch silver maple and yellow-poplar pingement lumber dryer are formidable, we believe
were jet-dried at high temperature in a fraction of the the savings in drying time make this process worth
time required in a conventional kiln. The jet dryer considering.
also dried 4/4-inch black walnut in 72 hours. The
quality of the jet-dried wood was good. A complete
evaluation of wood qualityshould be done on full size
lumber, but these promising results should encour-

•age further work on jet-drying of lumber.
An important point brought out by this study is the

necessity of maintaining high relative humidities
during high temperature drying. Although high tern- LITERATURE CITED
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Silver maple, yellow-poplar, and black walnut lumber was dried in
. a prototype jet dryer over a range of temperatures from 120°to 400°F

and air velocities from 1,000 to 9,000 fpm. Different drying schedules
were developed for each type of wood. The quality of the jet-dried
lumber was good and compared favorably with kiln-dried lumber.
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